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Building No.  122.    Quartermaster Workshop ^M^y^ — 

This single story structure, completed on December 31, 1907, and 
costing $3,165.00, stood near Rogers Road in the complex of 
quartermaster buildings. It had brick walls in running bond, a slate 
gabled roof, and rested on a foundation of limestone and concrete. Based 
on standard building plan 59U in the Quartermaster General's office, the 

workshop measured 28 feet wide by 70 feet long. The front entrance of 
the structure was on the south side and consisted of a double doorway, 
on either side of which was a double hung window. On the gable was 
one single sash window. At the north side of the building were two 
double hung windows. On each of the east and west sides were two 

double doors and five double hung windows. Also on the east side was a 
single door. All doors and windows had segmental arches of from 2- to 

3-courses. All windows had plain lug limestone sills. In front of the 
double doors were brick aprons, and iron bumpers stood at the bottom of 
the entrances. The double doors were paneled with diagonally placed 
boards. On the roof, one chimney and one ventilator straddled the ridge, 
while another chimney protruded from the east side of the roof, which 
was adorned with decorative rafter tails. 

The interior brick floor was at grade level. Floor space measured 
1,733 square feet and the structure had a capacity for three mechanics. 
There were two rooms, as follows: 

1 room, 25' 10" x 49' 
1 room,  25' 10" x 18' 

As erected, Building No. 122 had no electricity, was heated with 
stoves, and had a water line connection. Money expended on repairs 
from 1907 to 1922 averaged $8.75 per year. Before World War II the 
building   apparently  functioned  as   a school room.    In 1987 the  structure 



FORT DES MOINES HISTORIC COMPLEX, 
BUILDING 122 
(Quartermaster Workshop) 
HABS No. IA-121-W (Page 2) 

was vacant and boarded shut. Although in poor to fair condition, 
Building No. 122 exhibits more original, unaltered characteristics than 
most other surviving structures from Fort Des Moines.(37) 

37. Card for Building No. 122. "Historical Record of Buildings." NA, 
RG 77, Box No. 51; Field survey notes, February 20-22, 1987. QMG Plan 
No. 59U was not located in NA, Cartographic Archives Division. 


